Colorflex Plus LCFP Series ®

LED linear replacement for outdoor and indoor neon and fluorescent lamp fypes

+ Voltage input: 120V AC

« Watts consumed: 0.96-1.2W/Ft
* Special 2-pin waterproof plug
+ Special PVC flexible jacket

+ IP54 UL Listed E126962

+ U.S. Patent 7,048,413 B2
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LED Colorflex is available in 120V,
5 colors, and is stocked and
shipped in 150" rolls for field cut-
fing. It is also available custom cut
in the factory.

Note: Each color of LCFP has ifs
own cut length and run length
rules with must be adhered
tfo—-please refer to the Specifica-
fion Aid for exact details.

High-output LEDs on.

LEDs off, with jacket
reflecting daylight

The LCFP Series has a special polymer plastic coating which provides significant reflectivity. This
allows this linear strip fo be used on building exteriors with the LEDs off during the day and lit only
after sunset. This special coating is highly reflective, using sunlight to make the color of the fube
appear "turned on". The JeLED LCFP-PCC-1.6A and 4.0A AC/DC Power Converter Cables are a pro-
prietary design and allow these units fo be simply plugged info a standard 120V outlet.

Specifications:
MODEL No.
LED Spacing 0.5"
LED Color R Y,0 G,B
Cutting Unit 2.5 2.5 1.5
No.of LEDs/cutting unit | 60 60 36 -
Watts per foot 1.2 0.96 1.2
* With 1.6A Converter 160" | 200" | 159’ Also available as kits
With 4.0A Converter 240 240 240 Please refer fo page 44. 5/8"
*Maximum Loading Length
Light Output:
Color
Total output (Lm/Ff) 4.4 8.6 6.8 9 4

Recommended storage and operating femperature: -20°C fo 60°C. Functions in 100% humidity.
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LCFP Installation Accessories o00

LED linear replacement for traditional neon is easy to install

Installation:

Colorflex is a versatile and user-friendly
lighting system. It can be cuf, benf and
easily installed on surfaces of various
materials, such as wood, plastic, steel,
and sheet rock walls, to form all kinds of
patterns, it is then easily connected to the
LED driver.

e |t is recommended fo mark centerlines or
draw the outline of the paftern at the
needed placements.

e Secure mounting clips along the center-
lines at appropriate intervals with
screws. If there are curves it is better to
secure a mounting clip on and between
each curve.

e Insert the linear body into the mounting
clips with the lighting tube upward or
outward.

e Connect each part together as shown.

Important safety instructions:

e Colorflex must be cut only on the indi-
cafed marks.

e Before connecting with connectors, bend
the Colorflex right and left o flex. Any exira
copper wires must be cut with nippers.

e Ensure that the correct LED driver has been
selected before energizing your system.

e Pay aftention to the polarity, when con-
necting two runs of LCFP.

¢ Do not submerge Colorflex in liquids, or
in undrained areas.

e Do not secure this product or its cord
with staples, nails, or by similar means.
Insulation may be damaged by doing so.

¢ Do not subject Colorflex to continuous
flexing. Also carefully bend the light
body in cold environments fo avoid
breaking the electronic wires inside.

Ground Fault Circuit Interrupter (GFCI) protection should
be provided on the circuit or outlet fo be used for
Colorflex.

Package:

30" and 150’ shipped on plastic reels

Accessories
o0
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LCF-PCC-X-WP Middle Connector with Cable

120V Power Converter
1. Power plug -1.6A or -4.0A
2. AC/DC Converter

1. LCF-MC2 2’ connector
2. LCF-MC4 4’ connector
Kit includes heat shrink tube
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T Connector

1. T connector LCF-T-CONN

2. Male connector pin LCF-PIN-1
Kit includes heat shrink tube

L Connector

1. L connector LCF-L-CONN

2. Male connecfor pin LCF-PIN-1
Kit includes heat shrink tube

X Connector

1. X connector LCF-X-CONN

2. Male connector pin LCF-PIN-1
Kit includes heat shrink tube

LCF-PCC-1.6A (add-WP for wet location)
LCF-PCC-4.0A (add-WP for wet location)

Power Converter Cable (live end).

The 5’ cable with a 2 pin polarized non-
grounding NEMA 1-15 plug contains a full
wave rectifier array, converting the 120V
60Hz supply voltage to flicker free current for extended LED life-50,000 to
100,000 hours (see spec sheets for details) depending upon the LED color. These
connectors should always be used with an earth leakage current circuit break-
er in wet locations.

Installation modes:

Linear Installation
Channel LCF-CH6
Dimension 6" standard

IP 44 Conch connectors LCF-
PCC-1.6A-WP and LCF-PCC-
4.0A-WP for wet locations.

Cutting Marks
Colorflex must be cut only on the
cufting marks on its side
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Curve Installation

180° Installation
1. Mini channel LCF-CLIP 1. Mini channel LCF-CLIP
2. Screw

2. Screw
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90° Installation
1. Mini channel LCF-CLIP
2. Screw

Installation in a slot
Press Colorflex into the slot or
installed LCF-CLIP

Concave Installation
Mini channel LCF-CLIP

Convex Installation
Mini channel LCF-CLIP
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