DL-FLEX-UP-RGB Series

LED Linear lighting strips for shelves, coves, and lighting effects

+ Voltage input: 24V DC
+ Watts consumed: 1 to 3.2 W/Ft
* IP44 UL/C-UL Recognized E252578

DL-FLEX-UP-RGB ®

Features and Benefits:

« Watts consumed: 3.2W/Ft (max).

« 120° distribution.

« Units plug-in every 11-3/4".

« Strip is flexible horizontally for fol-
lowing up or down contours.

« Mounts with double sided tape.

o Aluminum mounting channel with
clear and diffused covers.

« LED driver output: 24V DC

» See LED Dirivers spec sheets and
catalogs for additional power
and control options.

The DL-FLEX-UP-RGB Series has been designed fo meet the specific requirements of residential archi-
fects and inferior designers, especially for designers doing retail and hospitality design. The DL-FLEX-
UP-RGB Series is very effective for backlighting glass or acrylic forms or for shelf and cabinet dis-
play lighting. This series has controls available that allow designers to create light output that can
be varied and also progammed fo maich Pantone® PMS colors, allowing the highest level of light-
ing sophistication.

The shipping reels protect the product, and
because of the plug-in design, each sec-
tion needed can be removed without cut-
ting, eliminating errors that can cause fail-
ures.

The DL-FLEX-RGB-PC interconnector means plug-in connection fo both the confroller and to the
strip preventing field instfallation errors.

Specifications:

DL-FLEX-UP-RGB

Dimensions (section) | 11-3/4’Lx616°'Wx1/8°H  The DL-CC Series of programable and stand alone
LED Color RGB LED controllers provide 16 million color possibilities.
Length in Roll 30’ Pantone® color matching (PMS®) equivalents can be
Plug-in Section Length 11-3/4" factory preset or field programmed using the ISOFT
LED Spacing 5/8" PC based control program. Colors, looks, and scenes
No. of LEDs/section 18 can be programmed using the internal real-time clock
Watts per Section 3.2W (R 1.2; G/B 1.0) in the DL-CC-MAST controller.

Maximum Run 15 DMX lighting control interface is LC-171-24 (3x80W)
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DL-FLEX-UP-RGB Installation and Accessories | © @

DL-FLEX-UP static and RGB types have mini plug-in connectors that

make installation quick, simple, and error free.

LC-180-RF Simple RGB or dimming controller wth handheld remote

Accessories:

DL-FLEX-RGB-PC
DL-FLEX-RGBCC6
DL-FLEX-RGBCC12
DL-PS-18/24
DL-PS-WP24/24
DL-PS-36/24
DL-PS-60/24-JB
DL-PS-120/24-JB
DL-PS-180/24-JB
DL-PS-60/24
DL-PS-150/24
DL-PS-320/24
DL-PS-2Y
DL-PS-3Y
DL-FLEX-RGB-X-C
DL-PS-EXT48
DL-PS-EXT96
DL-FLEX-DC
DL-FLEX-FL
DL-FLEX-CH6
LLMFH-C/C-CH6
LLMFH-C/W-CH6

Power connector

6" Connecting cable

12” Connecting cable

18W/24V (desktop) LED driver
24\W/24V (wall plug) LED driver
36W/24V (desktop) LED driver
60W/24V (hard wired JB) LED driver
120W/24V (hard wired JB) LED driver
180W/24V (hard wired JB) LED driver
60W/24V (deskiop) LED driver
150W/24V (open frame) LED driver
320W/24V (open frame) LED driver
2Y Breakout connector

3Y Breakout connector

X Connector

48" Power cord exfension

96" Power cord exfension

72" Clear dust cover for use in channel
72" Frosted lens for use in channel

6’ channel for mounting

Carpet fo carpet frim

Carpet to wood trim

DL-FLEX-CHG6: Perfect for sfraight runs where precision of placement is
needed and where profection during cleaning is required. Lens simply
snaps into the extruded housing.

To Install:

1. Connect DL-FLEX-UP-RGB using a DL-FLEX-RGB-PC.

2. Connect power fo DL-Series LED controller using a power converter
as specified in the controllers spec sheets.

3. 15" maximum run. Match LED driver and controller to total load.

Plug-in connector every 12”. Between each connector there is a marked cutting point
making increments for cufs af 6”.

LED Control System:

LC-PC-200-RF
LC-180-RF
LC-200-INT
LC-200-RPT
DL-CC-MAST-24
DL-CC-IBOX1-24
DL-CC-IBOX2-24
DL-CC-WPC-24
DL-CC-WPCN-24
DL-ISOFT
DL-ISOFT1
LC-171-24
LC-PC-100
DL-CC-PRO-24

DMX512 Controller

RGB Controller

DMX Interface

Power Repeater

Network master controller
Sub-control

Sub-control

Stand-alone controller
Sub-control

Rainbow Bridge™ Software
Rainbow™ Software

DMX and stand alone controller
DMX controller

Stand alone controller

The selection of control types is dependent upon effect needs, and
power supply types are determined by load being used and specific
installation needs. Please see photos of fypes on pages 15 and 16.

Of special importance is understanding that RBG means, in its sim-

plest ferms, 3 circuit dimming. This also means that RBG/DMX con-
frollers can be utilized for dimming of stfatic color output LED's in vari-
ous white color temperatures and in static colored strips. J-LED offers
solutions in its DMX wiring and control boxes that can work with a
wide variety of other manufacturers' dimming controls, or allow sim-
ple dimming or complex effects using J-LED RGB/DMX control types
(LC-180-RF and LC-200-RF in example).

All Jesco RGB controllers can also be used for the dimming of white
and single color products.
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