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Basin Wrench Adjustable Wrench  Teflon's Tape Silicone Sealant
INSTALLATION INSTRUCTIONS

For Use Two Handle Wall Mount Faucet ﬁ (% @ﬁi@ ﬁ
NOTE:

2. FLUSH LINE BEFORE FAUCET INSTALLATION TO REMOVE DEBRIS IN LINES. Pipe Wrench Screwdriver Flexible Water Plumber's Putty
3.NO PLUMBER'S PUTTY ON ANY FINISH TO CORRODE FINISH OF FAUCET SURFACE. Supply Line

ASSEMBLY INSTRUCTIONS FOR HANDLES

Lever Handles .
Screw
Install escutcheons @@ HMWA\/ Lever Handles :

onto valves and SpOUt shank. ot 1.Be sure the broaches screws are tightened
before installing the lever handles.
2. Put the lever handles on the broaches and

®
L.
@@ Tighten using the alien wrench provided.

Cross Handles

Cross Handles :

E Sorew
@m@ 1.Unscrew the screws from the top of the broaches.
broach
Install spout to spout shank. @ 2. Remove the insert caps from the cross

i Handles.
Secure with spout screw and Install escutcheon. andles

T' 3. Put the cross handles on the broaches and

—Cap Then tighten the screws. Insert the caps on
Serew The cross handles.
Handle

I Screw @
= B

4 | Remove the aerator before turning on your new

faucet for the first time. Allow both hot and cold
Install flange onto valves and spout shank. water to run for one minute. Replace aerator.

Flange @

broach
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