
8754 must be used with recessed rough-in housings.

Catalog Number: 8754 

T ype:

Project:

Rough-In Housings
• Galvanized steel frame & j-box • Adjustable hanger bars • Rated for through branch wiring.  
• Maximum 8 #12 AWG wire, rated 90  C, accessible from below ceilingo  

• 120V primary / 12V secondary 350mA drive included.

 

New Construction Housing

RE-LDNCH3 - 3” New Construction Housing

Fixture Type Trim Finish LED Type Housing
 8754 C - Cool White

N - Natural White
W - Warm White

BK - Black
PC - Polished Chrome
PG - Polished Gold
SV - Silver
WH - White

RE-LDNCH3   - 3” New Construction Housing
RE-LDRMH3    - 3” Remodel Housing

Remodel Housing

8754
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SSC P4 LED 1.2Wx3 15˚
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SSC P4 LED 1.2Wx3 15˚

829

207

1030 cd

1.75”

3.55”

12.00”

• 3.55" trim diameter
• Ceiling opening diameter: 2.92”
• Swivel range: 15˚

*LED Color Temperature

* ± 3% Kelvin temperature variation

•
•
•

Cool White (C) 
Natural White (N) 
Warm White (W)

5800K
4000K
2800K

 All fixtures and lighting systems must be used with Prima
transformer, driver, and/or ballast; or all warranties are void.

• 1.2W x 3 SSC P4 LEDs | 15˚ Beam Angle
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RE-LDRMH3 - 3” Remodel Housing


